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Name of station: baharan 

 

 

Country: Iran 

 

Visited by: A.Naghshi Date: 1392/03/13 

  

Site owner: Nori group Co. 
 

 

Name and address of landowner: 

 
 

 

 

Geographical reference  

 

E: 36.????? N: 49.???? 

  

 

GPS reading  

Site X: 36.???? Site Y: 49.????? GPS accuracy 

(X/Y):   1    

Site Z:   

m a.s.l              

 

Site/station visit check list  

Before you go to the site :    Before you leave the site: 

 Digital camera  

 Compass  

 30 m tape  

 Map of site/surroundings  

 GPS  

  Anemometer height verified  

  Station history investigated  

  Sector photos: 8 or 12 sectors  

  Mast and instrument photographs   

  Data acquisition system check   
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Name of station: baharan 

 

 

Location description  

Location: Urban   Suburban   Rural  Forest Agricultural Coastal   

Airport   Complex   terrain    Other  

    

General site photographs showing instrumentation:   

 
  

 

 

 

 

 

 

Anemometer set-up  
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Name of station: baharan 

 

 

Anemometer height: 82          m a.g.l. Type/make: Thies First Class 

Advance 

    

Serial Number:  02142474 Averaging period:       10        min.  

Offset: 0.2385 Slop: 0.4605 

    

Boom direction:  0 Total Boom length: - cm  

    

Calibration: Manufacturer   None   Other   Measenet 
 

Anemometer photograph:   
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Name of station: baharan 

 

 

Anemometer set-up  

 

Anemometer height: 80          m a.g.l. Type/make: Thies First Class 

Advance 

    

Serial Number:  02142473 Averaging period:       10        min.  

Offset: 0.2407 Slop: 0.4604 

    

Boom direction:  180 Boom length: 310 cm  

    

Calibration: Manufacturer   None   Other   Measenet 
 

Anemometer photograph:   
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Name of station: baharan 

 

 

Anemometer set-up  

 

Anemometer height: 60          m a.g.l. Type/make: Thies First Class 

Advance 

    

Serial Number:  03149812 Averaging period:       10        min.  

Offset: 0.2378 Slop: 0.04597 

    

Boom direction:  180 Boom length: 310 cm  

    

Calibration: Manufacturer   None   Other   Measenet 
 

Anemometer photograph:   
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Name of station: baharan 

 

 

Anemometer set-up  

 

Anemometer height: 50          m a.g.l. Type/make: Thies First Class Advance 

    

Serial Number:  03149811 Averaging period:       10        min.  

Offset: 0.2358 Slop:0.04596 

    

Boom direction:  180 Boom length: 310 cm  

    

Calibration: Manufacturer   None   Other   Measenet 
 

Anemometer photograph:   
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Name of station: baharan 

 

 

 

Anemometer set-up  

 

Anemometer height: 40   m a.g.l.     Type/make: Thies First Class Advance 

  

Serial Number:  03149813   Averaging period:       10     min.  

Offset: 0.2363 Slop:0.04592 

  

Boom direction: 180  Boom length: 310  cm 

  

    

Calibration: Manufacturer   None  Other    Measenet 
    

Anemometer photograph:   
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Name of station: baharan 

 

 

Other instruments  

 

Instrument height: 

m a.g.l. 

Make/Type:  

 

79 Wind direction : Thies 

60 Wind direction : Thies 

80 Wind share :  Young  

10 Air temperature & Humidity: Galltec Mess 

 

Data Acquisition System  

 

Type: Data access: Phone  Satellite   GPRS  Manual  Other   

    

Data acquisition system photograph:  
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Name of station: baharan 

 

 

 
 

 

 

Wind speed data  

 

Observation interval:                  min. 

 

Averaging period:           10          min.  

  

Calm threshold:   Calm indication:   

  

Discretisation:   Missing data flag:   
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Name of station: baharan 

 

 

Wind direction data  

 

 Relative to geographic north  Relative to magnetic north  

    

Observation interval:                  min. Averaging period:          10            min. 

  

  

Calm threshold:   Calm indication:   

  

Discretisation:   Missing data flag:   
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Name of station: baharan 

 

 

 

 Installation  
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Name of station: baharan 

 

 

  

 

 

 

 

Sector photographs (1/2)  

 

N  

(0°) 

 
 

N-E  

(30°)

 

ES 

(120°) 

 
 

E  

(90°) 
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Name of station: baharan 

 

 

 

 

 

 

 

  

Sector photographs (2/2)  

 

S(180°) 

 
 

SW(210°)

 

W(270°)

 

WN(300°)
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Name of station: baharan 

 

 

 

 

 

 

 

 

 

 

Orography description  

site map  
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Name of station: baharan 

 

 

 

 

  

 

 

 

 

  

 


